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ABSTRACT 
An axial flow pump was tested in deaerated water at temperatures to 250' F (394 K). 
Noncavitation performance is independent of fluid temperature in this range. A reduc- 
tion in the required net positive suction head of 2 .0  to 6 .0  feet (0.6 to 1 .8  m) was meas- 
ured in 250' F (394 K) water under that in 80' F (300 K) water at similar operating con- 
ditions. This improvement in cavitation performance increases with increasing flow 
coefficient and decreasing head-rise coefficient ratios. Cavitation formations in the 
rotor were visually observed and photographed in 80' F (300 K) water. Slight suction 
surface cavitation damage occurred near the tip leading edges during the 162 hours of 
operation. 
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SUMMARY 
An axial flow pump was tested in  deaerated water at temperatures to  250' F (394 K). 
The 5-inch (12.70-cm) research rotor had nine double circular a r c  blades, a blade t ip 
diffusion factor of 0.40, a hub-tip radius ratio of 0.77, and a blade tip solidity of 1.0. 
temperature deaerated water at rotative speeds of 5000, 7200, and 8500 rpm. 
performance was obtained at 7200 rpm for  fluid inlet temperatures of 1'75' and 250' F 
(353 and 394 K). The cavitation formations in the rotor were observed and photographed 
in 80' F (300 K) water through a transparent plastic window over the tes t  rotor. 
Noncavitation performance of the pump and rotor is independent of fluid temperature 
to  250' F (394 K). An inflection of the head-flow characteristic curve occurs near  the 
design flow coefficient. Overall pump head rise is less than the rotor head rise due to  
losses  in the pump inlet, outlet vaneless diffuser, and volute collector. 
175' F (353 K). Initial head-rise dropoff occurs at suction specific speeds of 5500 
to 6000 because of t ip  vortex cavitation. A reduction in the required net positive suction 
head of 2.0 to 6 .0  feet (0.6 to  1 .8  m) w a s  measured at 250' F (394 K) under that at 80' F 
(300 K). This improvement in cavitation performance is attributed to  the thermodynamic 
effects of cavitation and it increases  with increasing flow coefficient and decreasing head- 
rise coefficient ratio. At a head-rise coefficient ratio of 0.90 and at the design flow 
coefficient, the measured reduction in required net positive suction head was 2.9 feet 
(0.9 m) in 250' F (394 K) water. 
volume and moved rearward with decreasing net positive suction heads. Head-rise 
dropoff occurred when this tip vortex cavitation covered about the outer third of the blade 
passage. Slight suction surface and t ip vortex cavitation occurred near  the blade t ip  
leading edges, where the rotor sustained slight cavitation damage. Total operating t ime 
was 162 hours, of which 72 hours were in  cavitation. 
Noncavitation and cavitation performance of the rotor and pump was obtained in room 
Additional 
Cavitation performance of the pump and rotor are independent of fluid temperature to  
Visual and photographic observations indicate that t ip vortex cavitation increased in 
INTRODUCTION 
Cavitation is a major concern in  many pumping applications because it can result in 
reduced pump performance and/or impeller blade damage. Cavitation performance can 
be dependent upon the fluid and its operating temperature. This dependency can result in 
a performance change and a lower required net positive suction head t o  the pump and is 
referred to as a thermodynamic effect of cavitation. The magnitude of the decrease is 
dependent upon the physical and thermodynamic properties of the fluid, as well as the 
vapor distribution, pump design, rotative speed, and flow coefficient. 
In reference 1 the required net positive suction head for a cavitating inducer was 
considerably less in 37' R (20.5 K) hydrogen than that fo r  a s imilar  inducer in room tem- 
perature water. Reference 2 presents an empirical method of determining the cavitation 
performance of small  low suction specific speed centrifugal pumps. The method is based 
on cavitation tes t s  using deaerated water to  300' F (421 K), several  hydrocarbons, 
Freon, and other fluids. 
During the cavitation process,  vapor forms in a flowing liquid when the local static 
pressure  falls below the vapor pressure  of the local fluid. Heat required to form the 
vapor cavity must come from the surrounding liquid. During the vaporization process,  
the liquid in a thin layer adjacent to  the cavity is cooled. The extent of this cooling 
depends on the properties of the liquid and the flow conditions. 
result in lower required net positive suction heads at increased liquid temperatures. In 
the Venturi studies of reference 3, for s imilar  cavities the change in  the depression of 
the cavity pressure below fluid inlet vapor pressure was equal to the change in the inlet 
pressure requirements. Thus the decrease in required inlet p ressure  is a measure of 
the thermodynamic effect of cavitation. 
The thermodynamic effect of cavitation for a pump in any fluid is defined herein as 
the difference between the required net positive suction head for a given liquid and tem- 
perature and that obtained in room temperature water under s imilar  flow conditions. 
This infers constant rotative speed, constant flow coefficient, and the same head-rise 
coefficient ratio. It is assumed that the same vapor volume exists at the same head-rise 
coefficient ratio (refs.  3, 4, and 5). This provides the same vapor blockage in the flow 
passage and maintains a constant ratio of fluid to blade velocity. This assumption can be 
affected by the type of cavitation in a pump. 
The rotor used in this investigation is identical, except for direction of rotation, to a 
rotor previously tested in liquid sodium to  temperatures of 1500' F (1089 K), as reported 
in  reference 6. 
liquid sodium was in support of the condensate pump development for  alkali metal 
For a pump, this can 
This evaluation of pump performance and blade cavitation damage in 
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Rankine cycle space electric power systems. 
The objective of this investigation is to determine the effect of fluid temperature on 
the cavitation performance of an axial flow pump in water over a range of flow coeffi-
cients. Cavitating performance was evaluated in room temperature water at rotor speeds 
of 5000, 7200, and 8500 rpm. Evaluation of cavitating performance at the rotor speed of 
7200 rpm was extended to water temperatures of 1750 and 2500 F (353 and 394 K). The 
rotor was tested in deaerated water over a range of flow coefficients from 0.09 to 0.21 
and net positive suction heads from 20 to 210 feet (6. 1 to 64.0 m). The cavitating forma-
tions in the rotor were observed and photographed in room temperature water. 
ROTOR DESIGN 
The hydrodynamic design of the axial flow rotor is identical to that reported in refer-
ence 6 except for direction of rotation. A pretest photograph of the 316 stainless-steel 
integral-bladed rotor is shown in figure 1. A tabulation of the rotor dimensions and other 
pertinent rotor design parameters is given in table I. 
This rotor design is presented in detail in reference 6; only a brief resume is pre-
sented herein. The design procedure utilized a blade element concept with design calcu-
lations made across blade elements, at a selected number of radial positions. These 
elements were arranged with their centers of gravity on a radial line to form the blade. 
Blade leading edge 
I 
/ 
r Outlet rotating hub 
I 
Blade suction surface 
Figure L - Axial flow rotor. 
C-67-817 
3 
TABLE I. - BLADE DESIGN PARAMETERS 
Rotor geometry 
Tip diameter, in. (mm) 
Hub-tip radius ratio 
Number of blades 
Blade tip radial clearance, in. (mm) 
Leading and trailing edge radii, in. (mm) 
Tip geometry (double circular-arc sections) 
Solidity, ut 
Diffusion factor, Dt 
Chord length, c ,  in. (mm) 
Ratio of maximum thickness to chord 
Stagger angle with respect to axis, deg 
Camber angle, deg 
Incidence angle, deg 
Deviation angle, deg 
Inlet blade angle, deg 
I 
Hub geometry (double circular-arc sections 
Solidity, ah 
Diffusion factor, Dh 
Chord length, C, in. (mm) 
Ratio of maximum thickness to chord 
Stagger angle with respect to axis, deg 
Camber angle, deg 
Incidence angle, deg 
Deviation angle, deg 
Inlet blade angle, deg 
OF AXIAL FLOW ROTOR 
0.147 
0.21 
1.956 (126.0) 
0.77 
9 
0.033 (0.84) 
3.010 (0.254) 
1.00 
0.40 
1.743 (44.3) 
0.06 
76.5 
4.0 
2.8 
3.8 
78.5 
1.30 
0.60 
1.743 (44.3) 
0.08 
70.5 
19.4 
-1.7 
8.9 
81.0 
* 
The velocity diagrams were constructed utilizing the following design considerations and 
assumptions: 
* 
(1) Constant inlet axial fluid velocity at all blade radii 
(2) Constant energy addition at all blade radii 
(3) Simplified radial equilibrium 
(4) Constant blade element efficiency 
The basic design procedure follows that presented in reference 7 and utilizes design in- 
formation from reference 8. 
4 
L 
- - -'- - -
APPARATUS AND PROCEDURE 
Test Facil ity 
The experimental data included in thi s report were obtained by operating the resear ch 
pump in a closed-loop pump test facility (fig. 2). The flow path is outlined in the 
schematic diagram of the pump loop (fig. 3). In the main pump loop, the flow passes 
successively through the research pump, the Venturi flowmet er, test water cooler , and 
Figure 2. - Photog raph of Lewis high-tem pe rature water tunn el. 
the non cavitating flow control valve. The water heater is located in a bypass loop across 
the flow control valve. Water temperature is controlled with a counter-flow heat ex-
changer. A bank of 16 pressure accumulators controls the research pump inlet pressure. 
The accumulators also provide volume for thermal expansion of the water in the research 
loop at elevated temperatures. A 3000-horsepower variable frequency electric motor 
drives the research pump through a speed increasing gearbox. All facility control 
systems are automated. 
The test water is demineralized to a minimum resistance value of 1 000 000 ohm-
centimeters and is supplied to the test loop through a 5 -micron filter. The test water is 
degasified in a bypass system as shown in figure 3. The water flows into a tank at a 
high vacuum, then is refiltered as it is pumped back into the loop. The gas content of the 
water can be reduced to 1 part per million by weight. During these tests , the water was 
degasified to less than 3 parts per million. 
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Test water 
gas-fired heater-, 
\ Atmospheric Test water 
in le t  pressure 
contro l  accumulators-, 
CD-9124-11 
vent \ '- Degasification system 
c i rcu lat ion pump 
Figure 3. - Schematic of Lewis high-temperature water tunnel .  
Research Pump 
A cutaway view of the research pump installation is shown in figure , The pump 
consists of a stationary inlet centerbody, the axial flow rotor,  an outlet rotating hub, a 
stationary outlet vaneless diffuser, and a volute collector. The cantilevered rotor is 
located downstream of the stationary inlet centerbody, which is supported in the water 
s t ream by three low-drag struts.  A carbon face sea l  behind the outlet rotating hub 
prevents internal flow leakage. Survey pressure probes a r e  located at stations 1 and 2 
ahead of and behind the rotor in the annulus. A transparent plastic window is used for 
photographs of cavitating flow in the rotor blade passage. 
r 
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Outlet vaneless 
\ 
Outlet rotat ing hub-, diffuser-, 
Axial  flow rotor- \  ‘\ 
Transnarent veiwino window -\ 
co I I ecto r 
- 
L- A CD-9123-15 
Figure 4. -Cutaway drawing of research pump. 
1 n st ru mentat ion 
All pressures  are measured with linear strain gage pressure transducers. W a t e r  
temperatures at the research pump inlet and at the Venturi meter inlet a r e  measured with 
sealed-type copper-constantan thermocouples. Rotative speed is determined with a 
frequency counter in conjunction with a magnetic pickup. 
ASME short-radius nozzle Venturi meter.  Pipe wall  static-pressure taps w e r e  located 
upstream of the research pump inlet and at the outlet of the volute collector. 
Radial surveys were  made with static- and total-pressure probes mounted in probe 
actuators 1 inch (2.54 cm) upstream and 1 inch (2.54 cm) downstream of the rotor blade 
row (stations 1 and 2, fig. 4). 
sensitive element, which automatically alined the probe to the direction of flow. A cali- 
brated precision linear potentiometer measured the resulting angular position of each 
probe. The pressure calibration factor of each static wedge probe was  determined in an 
air tunnel and applied to the measured static pressures  in the water tunnel. 
tentiometer. The estimated accuracy of the instrumentation is tabulated in table II. 
transparent plastic window mounted in the research pump test section. A 70-millimeter 
Flow rate is measured with an 
Each probe included a null-balancing s t ream direction- 
All  instrumentation outputs were recorded on paper tape through a digitizing po- 
Photographs of the cavitating flow within the rotor blade row were obtained through a 
7 
L 
TABLE II. - WW'RUMENTATION 
Parameter 
3 Flow rate, gal/min (m /sec) 
Rotative speed, rpm 
Flow angles, deg 
Heads (AH o r  absolute head), ft (m) 
Water temperature, OF @) 
Experimental range 
200 to 800 (0.0126 
to 0.0504) 
5000 to 8500 
-20 to 120 
0 to 200 (0 to 61) 
80 to 250 (300 to 
394) 
-. 
Error 
rtl percent 
- 
to. 5 percen 
to. 5 
k1 (d4.31) 
a- 5 (io. 3) 
still camera was synchronized with a stroboscopic capacitor discharge flash lamp. A 
magnetic pickup referenced to  a specific position on the rotor shaft circumference 
provided one pulse pe r  rotor revolution to t r igger  the camera and flash lamp simulta- 
neously. 
Procedure 
Pump noncavitating performance was obtained by varying the flow while maintaining 
a constant rotor speed and a high value of net positive suction head. High flow operation 
was limited by the open position of the flow control valve. Low flow operation was ter- 
minated when measured rotor outlet flow angles were equal to or  exceeded 90'. Calcu- 
lations of performance based on survey data obtained in this region of operation were 
unreliable because of flow reversals.  
Pump cavitation performance was obtained by holding a constant rotor speed and 
flow, while reducing the pump inlet pressure from the noncavitating performance value. 
The inlet pressure was varied from a high level judged to be noncavitating to low inlet 
pressure levels which resulted in the head rise decreasing to 0 . 7  or  less of the noncavi- 
tating head r ise .  Cavitation performance was obtained near the design flow coefficient of 
0.147 and the off-design flow coefficients of 0.118 and 0.173 for  each pump speed and/or 
temperature. 
performance, tests were conducted in 80' F (300 K) water at rotor speeds of 5000, 7200, 
and 8500 rpm. 
formance were obtained at a rotative speed of 7200 rpm at temperatures of 80°, 175O, 
and 250' F (300, 353, and 394 K). 
All pump and rotor parameters  are defined in the symbol list (appendix A). The 
equations used to calculate the rotor and pump performance are presented in appendix B. 
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To determine the effect of pump speed on noncavitation and cavitation 
The effects of fluid temperature on the noncavitation and cavitation per-  
Assumptions used in the rotor performance calculations include no inlet whirl and axi- 
symmetric flow conditions in the annulus before and after the rotor. Data were  obtained 
with the total- and static-pressure probes at preprogrammed radial  positions located 10, 
30, 50, 70, and 90 percent of passage height from the tip. These data were mass aver- 
aged over the annulus a r e a  to obtain the overall rotor performance. A detailed discussion 
of the rotor computations is presented in reference 7 .  
volute collector. Total pressures  were obtained by adding the corresponding dynamic 
pressures  to the wall static pressures  measured at locations indicated in figure 4. Ex- 
perimental data were reduced and corrected to account for thermal expansion of pump 
Overall pump performance is measured from the pump inlet to the outlet of the 
> 
.08. 
-... 0' 
N 
0 
A .04- 
0, 
m, 
s = -.04 
i 
k o  a, 
c 
c 
W 
3 
0 
-
c 
-.08. 
-. 12 
L 
' 
Rotative speed, Water temperature, 
N, "F (K) 
rpm 
0 5000 80 (300) 
0 7200 80 (300) 
A 8500 80 (300) 
0 7200 175 (353) 
0 7200 250 (394) 
A 
Open symbols denote noncavitating condi t ions 
Solid symbols denote cavitating condi t ions 
0 0  
0 
w. 
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(a) Rotor inlet. 
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Flow coefficient, (p 
(b) Rotor outlet. 
Figure 5. -,Comparison of integrated flow w i th  flow measured by  V e n t u r i  flowmeter. 
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parts and the Venturi flowmeter, and the change in  water properties (density, vapor 
pressure,  and viscosity) as a function of temperature. 
grated volume flows at the inlet and outlet of the rotor with the volume flow as measured 
by the Venturi flowmeter. At the rotor inlet most of the integrated flows agree with the 
measured Venturi flows within &3 percent (fig. 5(a)). At the rotor outlet, the difference 
between the integrated flows and the measured Venturi flows is as high as 14 percent 
(fig. 5(b)). The differences are somewhat greater at low flow, indicating the increasing 
effect of smal l  e r r o r s  in angle measurement (0.5') as the outlet flow angles increase in 
value. Additional factors  contributing to the difficulty in  obtaining agreement at the 
outlet measuring station are discussed in reference 9. 
(300 K) water because of a temperature limitation of the plastic window. Still photo- 
graphs were obtained at various rotor speeds and flow coefficients. 
Some measure of the reliability of the data is obtained by comparison of the inte- 
I/ 
Visual studies of the cavitation within the rotor blade row were made only in 80' F > 
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RESULTS AND DISCUSSION 
Rotative Net positive 
speed, suction head, 
N, Hsv, 
rpm ft (m) - 
0 5000 73 (22.3) 
0 7200 184 (57.1) 
8500 200 161.0) 
P la in  symbols denote pump 
Tailed symbols denote rotor 
performance 
- 
I I I I 1 I I 
. lo0 .120 .140 .160 .180 .ZOO .220 .240 
Noncavitation and cavitation performance of the pump and rotor in deaerated water 
The rotor blades 
at temperatures to 250' F (394 K) were obtained. Cavitation formations in the rotor 
flow passages were observed and photographed in  80' F (300 K) water. 
sustained slight cavitation damage during the 162 hours of operation. 
10 
m m m 
L m
2 .5M 
L 0
.450 
Water Net positive 
temperature, suct ion head, 
"F (K) HSVP 
ft (m) 
0 80 (300) 184 (57.1) 
0 175 (353) 210 (64.01 
A 250 (394) 210 (64.0) 
Pla in symbols denote pump performance 
Tailed symbols denote rotor performance 
(a) Rotor average efficiency. 
(b) Head-rise coefficient. 
Figure 7. - Noncavitation performance of pump and rotor at t h ree  water 
temperatures and rotative speed of 7200 rpm. 
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Noncavitating Performance 
Noncavitating performance of the pump and rotor at rotational speeds of 5000, 
7200, and 8500 rpm and an inlet water temperature of 80' F (300 K) is shown in figure 6. 
Figure 7 shows s imilar  performance curves for  operation at 7200 rpm and inlet water 
temperatures of 80°, 175', and 250' F (300, 353, and 394 K). All of these data were 
taken with sufficiently high inlet pressures  that cavitation did not affect overall perform- 
ance. The head-rise coefficient curves which are faired the same in figures 6 and 7 
show that neither rotational speed nor water temperature affected the noncavitating 
overall performance. The head-rise coefficient curve shows a marked inflection near 
the rotor design flow coefficient of 0. 147. 
Rotor head-rise coefficient is higher than overall pump head-rise coefficient be- 
cause of the losses in the pump inlet, the outlet vaneless diffuser, and volute collector. 
The degradation of pump head-rise coefficient will be utilized in the following discussion 
as a measure of the cavitation effect on pump performance. A peak calculated rotor 
efficiency of 0 .71 is indicated at the design flow coefficient in figure 7. Efficiency 
varies within a relatively narrow band up to a flow coefficient of 0.18 and then drops 
rather  sharply. 
1: 
> 
Cavitation Performance at 80" F (300 K) 
Pump cavitation performance in 80' F (300 K) water and rotative speeds of 5000, 
7200, and 8500 rpm for a nominal flow coefficient of 0. 118 is shown in figure 8(a). 
Similar performance curves for  flow coefficients of 0.144 (near design) and 0.173 are 
is a normalized form of pump head-rise coefficient. For this rotor the maximum head- 
r i s e  coefficient occurs jus t  before dropoff. This maximum value is usually greater than 
the noncavitating head-rise coefficient which is obtained at a higher value of net positive 
suction head. The net positive suction head required to avoid the dropoff in performance 
increases with rotational speed and flow coefficient. 
suction head coefficient qSv, which equals gHsv/Ut . Suction head coefficient is a 
dimensionless form of net positive suction head and is defined in  appendix B. Within the 
limits of data scatter,  a single curve is generated for  each flow coefficient over the range 
of rotative speeds investigated. The required suction head coefficient to achieve a given 
head coefficient ratio increases with increasing flow coefficient. The slope of the 0.144 
flow coefficient performance curve is considerably less than that for  either the higher or 
lower flow coefficients. This flow coefficient is near the design value at which inflection 
shown in figures 8(b) and (c), respectively. Head-rise coefficient ratio (I) /I) ) P P?m= 
8' 
The region of performance dropoff has been replotted in figure 9 as a function of 
2 
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.80 *90u k / 
Rotative speed, 
N. 
.70 
.60 
(b) Nominal flow coefficient, 0.144. 
Rotative speed, 
N, 
rpm 
0 5000 
d 7200 
W 8500 
I l l  I 
.5020 40 60 80 
I I I I 
100 120 140 160 
Net positive suct ion head, H,,, ft 
Net positive suct ion head, Hsv, m 
(c) Nominal flow coefficient, 0.173. 
Figure 8. - Pump cavitation performance at water temperature of 80" F (300 K) and th ree  nominal  
flow coefficients. 
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Figure 9. - Pump normalized cavitation performance in 80" F (300 K) water at t h ree  rotative speeds and th ree  
nominal  f low coefficients. 
was observed in the noncavitating performance curves of figures 6 and 7. Pump operation 
was stable even in deep cavitation or low values of head-rise coefficient ratio. Initial 
performance falloff occurs at a suction specific speed Ss between 5500 and 6000. At a 
head-rise coefficient ratio of 0.90, suction specific speed is between 6500 and 7000. 
Photographs of Cavitation Formations in t h e  Rotor 
Photographs of cavitation in the rotor flow passages at selected performance test 
Cavitation formations in  the rotor at a constant flow coefficient of 0.145 are pre- 
points a r e  presented in figures 10 to 13. Water temperature was 80' F (300 K). a 
sented in  figure 10 at decreasing values of net positive suction head. 
is 7200 rpm. 
in figure lO(a). 
ra t io  decreases  to 0.91 in figure lO(c) and to 0.81 in  figure 1O(d). The photographs in- 
dicate that tip vortex cavitation increased in volume and extended rearward with de- 
creasing net positive suction head (increasing suction specific speed). In addition, visual 
observation indicates that the cavitation cloud extends radially inward with decreasing net 
positive suction head. Initial head-rise dropoff occurred when tip vortex cavitation 
Pump rotative speed 
Pump performance is unaffected by cavitation at the test point represented 
Suction specific speed is approximately 4000. Head-rise coefficient 
14 
(a) Hsv • 147 feet (44. 8 m); "'p''''p, max' 1. O. (b) Hsv • 98 feet (29.8 m); "'d"'p, max = 0.99. 
(c) Hsv • 78 feet (23.8 m); "'d"'p, max· 0.91. (d) Hsv· 65 feet 09.8 m); "'p''''p, max = 0.81. 
Figure 10. - Cavitation formations in BO° F (300 K) water at four net positive suction heads. Flow coefficient, 0.145; 
rotative speed, 7200 rpm. (Net positive suction head, Hsv; head-rise coefficient ratio, I/Ip/l/lp, max.) 
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(a) rp = O. 118. (b) rp = 0.145. (c) If) = O. 173. 
Figure 11. - Cavitation formations in 80° F (300 K) water at three flow coefficients. Suction specific speed, 6000; rotative speed, 7200 rpm; heau-rise coefficient ratios range 
between 0.99 and 0.94. (Flow coeffic ient, rp.) 
,..... 
-:] 
(a) IfJ -0.118. (b) 1fJ' 0.145. (c) IfJ - 0.173 
Figure 12. - Cavitation formations in roo F (300 K) water at three flow coefficients. Suction specific speed, 71()(); rotative speed, 7200 rpm; head- rise coefficient ratios range between 0.83 and 0.76. 
(Flow coefficient, 1fJ.) 
---l 
covered about the outer third of the flow passage. Most of the cavitation shown in fig -
ure 10 appears to originate in the low pressure cores of the blade tip vortices. These 
vortices are generated by interaction between secondary blade tip clearance flow and the 
main stream throughflow. Tip vortex cavitation penetrates further across the flow 
passage as it moves downstream. Apparently there is little impingement of tip vortex 
cavitation on the pressure surfaces of the following blades. 
There is very little suction surface cavitation in figure 10. A small amount of 
vapor forms near the blade tips and trails back from the leading edges. The tip leading 
edge cavitation apparently generated the slight suction surface damage discussed in the 
section on cavitation damage. 
The two sets of three photographs in figures 11 and 12 each illustrate the effect of 
flow coefficient on the rotor cavitation formations at a rotative speed of 7200 rpm. The 
photographs in figure 11 show the cavitation formations for the three nominal flow coeffi-
cients at initial head-rise dropoff (suction specific speed of approximately 6000). The 
head-rise coefficient ratios range from 0.94 to 0.99. Figure 12 shows the cavitation 
formations at the same nominal flow coefficients at substantially lower head-rise coeffi -
cient ratios from 0.76 to 0.83. Flow coefficient range for each set is 0.118 to O. 173. 
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(a I N = 5000 rpm. (bl N = 7200 rpm. 
Figure 13. - Cavitation formations in 00° F (300 Kl water at two rotative speeds. Flow coeffiCient, 0.145; nominal suction specific speed, 
5900; head-rise !coefficient ratio, 0.95. (Rotative speed, N. I 
Each set of three photographs indicates the effect of flow coefficient on the tip vortex 
cavitation. At low flow coefficient t ip vortex cavitation penetrates the flow passage to a 
marked degree. Increasing the flow causes the region of cavitation to occur closer to 
the blade. 
The photographs of figure 13 show rotor cavitation formations at rotative speeds 
of 5000 and 7200 rpm. The rotor  was operating at a flow coefficient of 0.145 (near 
design), and the inlet pressure level was se t  to provide a suction specific speed of 
approximately 5980 for both speeds. This corresponds to a $sv of about 0.11. Head- 
rise coefficient ratio is approximately the same at the two conditions (0.95 to 0.96). AS 
expected, the cavitation formations were of about the same extent at equivalent suction 
specific speeds since this parameter is useful in correlating head-rise falloff. 
Cavitation Performance at Elevated Temperatures 
Cavitation performance is presented in  figures 14 to 16 at a rotative speed of 
7200 rpm and at three temperatures, 80°, 175', and 250' F (300, 353, and 394 K). 
The reference fluid temperature is considered to be 80' F (300 K) since there is no 
measurable cavitation performance improvement over that at a lower temperature 
(ref. 2). 
Pump head-rise coefficient ratio is shown in figure 14 as a function of required net 
positive suction head at each of the three nominal flow coefficients previously discussed. 
In all cases  the performance curve at 175' F (353 K) is coincident with the 80' F (300 K) 
performance curve. However, at 250' F (394 K) the net positive suction head required 
to achieve a given head-rise coefficient ratio is less than that required at 80' or 175' F 
(300 or 353 K) water temperature. This reduction in required net positive suction head 
is attributed to the change of the thermodynamic properties of the fluid being pumped 
(ref. 2) and the effects on the phase change process involved when cavitation occurs. 
flow coefficients. The curves are cross  plotted in figure 15 to obtain the required Hsv 
as a function of flow coefficient for head-rise coefficient ratios of 0.9, 0.8, and 0.7. 
The thermodynamic effect of cavitation observed at 250' F (394 K) at a given head-rise 
coefficient ratio is the difference in the required net positive suction heads of figure 14 
or 15. This difference is shown as the thermodynamic effect of cavitation in figure 16 
for the range of nominal flow coefficients investigated and for head-rise coefficient ratios 
of 0.90, 0.80, and 0.70. The thermodynamic effect of cavitation is about 1. 8 feet 
(0.55 m) at the low flow coefficient for  the three levels of head-rise coefficient ratio. 
The thermodynamic effect increases with increasing flow coefficient o r  with decreasing 
head-rise coefficient ratio. 
The thermodynamic effects of cavitation were shown (fig. 14) to vary with nominal 
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Figure 14. - Pump cavitation performance at three nominal  flow coefficients, t h ree  temperatures, and 
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Figure 15. - Required net positive suction head in water at 
80" and 250" F (300 and 394 K) for t h ree  head-rise coeffi- 
c ient  rat ios at rotative speed of 7200 rpm. 
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Figure 16. - Thermodynamic effect of cavitation at water 
temperature of 250" F (394 K) and rotative speed of 
7200 rpm. 
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(a) Front view. 
(b) Engla rged photog raph. 
Figure 17. - Post-test view of rotor showing suction surface cavitation damage. 
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The trend of increased thermodynamic effect of cavitation with flow coefficient is 
opposite to that reported in  reference 10 for a flat plate helical inducer in liquid hydrogen. 
Observation of helical rotors  indicates that dropoff in performance is usually experienced 
as a result  of extensive blade surface cavitation. The axial flow rotor used in this in- 
vestigation appears to experience performance dropoff because of the relatively large tip 
vortex cavitation without appreciable blade surface cavitation. In addition to the differ- 
ence in  fluid properties of the two tests, other differences include rotor geometry and 
the design level of suction specific speed. 
Rotor Blade Cavitation Damage 
The rotor sustained only minor suction surface cavitation damage near the blade tip 
leading edges. This damage is shown in figure 17(a), which is a photograph of a front 
view of the rotor. This rotor logged about 162 hours of operating time during this in- 
vestigation, of which 71 hours were in  cavitation. Figure 17(a) shows that the damage is 
relatively minor and s imilar  in location and size  on each blade. A closeup photograph of 
the damaged a r e a  is shown in figure 17(b). In this photograph the damage appears as a 
lighter surface than that of the r e s t  of the blade. This damage is similar in s ize ,  loca- 
tion, and severity to that sustained in the tests of a similar rotor in liquid sodium 
described in reference 6. This damage is attributed to tip leading edge cavitation. 
SUMMARY OF RESULTS 
A 5-inch (12.7-cm) axial flow rotor was tested in deaerated water at temperatures 
of 80°, 175', and 250' F (300, 353, and 394 K). Noncavitation and cavitation perform- 
ance of the rotor and pump was obtained at rotative speeds of 5000, 7200, and 8500 rpm 
in 80' F (300 K) water. 
in 80' F (300 K) water. 
7200 rpm. The following experimental resul ts  were obtained: 
1. Pump cavitation performance is independent of fluid temperature to 175' F 
(353 K). A reduction in  the required net positive suction head of 2.0 to 6.0 feet  (0.6 
to 1 .8  m) was measured in  250' F (394 K) water under that in room temperature water at 
s imilar  operating conditions. This improvement in cavitation performance is attributed 
to the thermodynamic effects of cavitation, and is increased with increasing flow coeffi- 
cient and decreasing head-rise coefficient ratio. At a head coefficient ratio of 0.90 and 
at the design flow coefficient of 0.147, the measured reduction in required net positive 
suction head is 2.9 feet  (0.9 m) between 80' and 250' F (300 and 394 K). 
Photographs of the cavitation formations in the rotor were taken 
Performance at the two higher temperatures was obtained at 
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2. Noncavitation performance is unaffected by temperature in  the range of 80' 
to  250' F (300 to 394 K). An inflection of the head flow characterist ic curve occurs near 
design flow coefficient. 
3. Visual observations and photographs indicate that cavitation appears at fairly 
low suction specific speeds (z4000) long before performance is affected. Initial head- 
rise dropoff occurs at suction specific speeds of 5500 to 6000 when tip vortex cavitation 
over the middle third of the blade chord. covers the outer third of the flow passage. The 
tip vortex cavitation occurs closer to the blade with increasing flow coefficient. The 
cavitation formations at different rotative speeds are markedly s imilar  at equal suction 
specific speeds. Very little suction surface cavitation occurs within the rotor. 
4. The rotor blades sustained minor suction surface cavitation damage near the tip 
leading edges. This damage is attributed to small  tip leading edge cavitation. The 
damage on each blade was very similar in severity, location, and size. Rotor damage 
was s imilar  to that sustained by a s imilar  rotor in previous liquid sodium tests. 
Lewis Research Center,  
National Aeronautics and Space Administration, 
Cleveland, Ohio, February 28, 1969, 
128-31 -32 -12 -22. 
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APPENDIX A 
SYMBOLS 
C 
D 
g 
H 
A H  
Hav 
h 
hV 
N 
Q 
Reb 
r 
sS 
S 
U 
V 
P 
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blade chord, f t  (m) 
blade diffusion factor 
acceleration due to gravity, 
32.17 ft/sec2 (9.86 m/sec2) 
total head, f t  (m) 
head rise, f t  (m) 
net positive suction head, f t  (m) 
static head, f t  (m) 
vapor head, f t  (m) 
rotative speed, rpm 
flow rate, gal/min (m /sec) 
blade chord Reynolds number 
radius, in. (m) 
suction specific speed, 
3 
blade tangential spacing, f t  (m) 
rotor tangential velocity, 
ft/sec (m/sec) 
absolute fluid velocity, 
ft/sec (m/sec) 
flow angle with respect to rotor 
axis, deg 
efficiency , percent 
2 V kinematic viscosity, f t  /sec 
(m2/sec) 
0 rotor solidity, C/S 
flow coefficient 
* head -rise coefficient 
suction head coefficient +sv 
Subscripts : 
e 
h 
i 
max 
P 
t 
V 
z 
6 
0 
1 
2 
3 
e r r o r  
hub 
ideal 
maximum 
Pump 
tip 
as measured by Venturi flowmeter 
axial direction 
tangential direction 
measuring station at pump inlet 
measuring station at rotor inlet 
measuring station at rotor outlet 
measuring station at pump outlet 
Superscripts: 
- 
average o r  overall value 
t relative to rotor 
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APPENDIX B 
CALCULATION S 
Rotor Blade Element (at Each Radial Station) 
Head rise: 
Ideal head rise: 
AHi = We,2 /g  (assuming V,, 1 =  0) 
Efficiency : 
He ad -rise coefficient: 
Ide a1 he ad -rise coefficient : 
Velocity: 
Axial velocity: 
vz = v cos p 
26 
Overa I I Rotor Perfo rma nce 
Average axial velocity: 
- 0. 10214 &v 
v, = - 
2 2  
't - 'h 
Flow coefficient: 
Integrated volume flow rate: 
Q = 19.58, Jrt V,r d r  
rh 
Percentage e r r o r  between integrated and Venturi volume flows: 
Mass -averaged rotor total head: 
jrt rV,H d r  
- 'h H =  
V,dr 
'h 
R'Iass-averaged rotor head r ise:  
27 
I 
Mass -averaged rotor head-rise coefficient: 
"t 
Mass -averaged rotor efficiency: 
Overall Pump Performance 
Pump inlet total head: 
-2 
H - h  + -  vO 
O -  O 2g 
Pump outlet total head: 
-2  V, 
3 H - h  +,- 
3 -  2g 
Pump total head r ise:  
Pump head-rise coefficient: 
28 
Net positive suction head: 
Suction head coefficient: 
Hsv GSV = !2 -
ut" 
Blade chord Reynolds number: 
Blade diffusion factor: 
29 
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